


Harrier GTS - Boiler Dimensions and Clearances

10
17

82
7

13
7

11
5

B

O
R

11
92

13
7

38
7

H

105

CA

L

153
D

800

53

98

153

195P103103 597

GTS Boiler Size GTS 5 GTS 6 GTS 7 GTS 8 GTS 9

A 130 130 130 130 130

B 105 105 105 105 105

C 165 165 165 165 165

D 738 738 738 738 738

H 1297 1297 1297 1297 1297

L 1151 1311 1471 1631 1791

P 650 810 970 1130 1290

Ø R 180 180 200 200 200

Boiler Clearances
Boiler Model Front Back Sides

Harrier GTS All 1500 1000 Door hinge side: 500 or 200 + burner length

Non hinge side: 100
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Viceroy GTS - Boiler Dimensions and Clearances

GTS Boiler Size 8 9 10 11 12 13 14

Ø A out. 250 250 250 300 300 300 300

B 3” 3” 3” 4” 4” 4” 4”

Ø C 135 - 175 - 190 - 240 - 290 or plain plate

D 235 235 235 254 254 254 254

E 1427 1427 1427 1447 1447 1447 1447

F 127.5 127.5 127.5 127.5 127.5 127.5 127.5

G 130 130 130 130 130 130 130

H 105 105 105 105 105 105 105

J 1800 1950 2120 2305 2465 2625 2785

L 1505 1665 1825 1985 2145 2305 2465

M 738 738 738 738 738 738 738

S 1183 1343 1503 1663 1823 1983 2143

Effective Ø combustion chamber:
- Front section: 455mm
- Intermediate section: 530mm

Equivalent diameter (mm): 573

Mk: Tapped connection
1 Heating outlet - weld
2 Heating return - weld
3 Rp 2 draining outlet - plugged
4 Sludge removal hole Ø Rp 2 1⁄2 - plugged

Boiler Clearances
Boiler Model Front Back Left Right

Viceroy GTS GTS 8 1500 1000 500 500

Viceroy GTS GTS 9 - GTS 11 2000 1000 500 500

Viceroy GTS GTS 12 - GTS 14 2500 1000 500 500

dimensional data
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Viscount GTS - Boiler Dimensions and Clearances

GTS Boiler Size 14 15 16 17 18 19 20 21 22 23 24 25

A 1674 1785 1896 2007 2118 2229 2380 2491 2602 2713 2824 2935

B 1744 1744 1966 1966 2188 2188 2450 2450 2672 2672 2894 2894

C 1488 1488 1488 1488 1504 1504 1504 1504 1504 1504 1504 1504

D 217 188 189 210 236 257 208 209 230 231 252 253

Ø E 139.7 139.7 139.7 139.7 159 159 159 159 159 159 159 159

Ø F 450 450 450 500 500 500 500 * * * * *

G - 150 150 370 370 370 650 650 650 980 980 980

H -2 -31 -30 -9 -8 13 -36 -35 -14 -13 8 9

K** 10 -19 -18 3 4 25 -24 -23 -2 -1 20 21

L 2105 2245 2355 2445 2555 2645 2845 2955 3045 3155 3245 3355

M 259 324 269 321 265 299 269 324 269 324 249 303

P 130 130 130 130 130 130 130 130 130 130 130 130

R 20 20 20 20 20 20 20 20 20 20 20 20

S 1670 1670 1670 1670 1670 1670 1670 1670 1670 1670 1670 1670

T 1483 1594 1705 1816 1927 2038 2189 2300 2411 2522 2633 2744

U 2132.5 2243.5 2354.5 2465.5 2576.5 2687.5 2838.5 2949.5 3060.5 3171.5 3282.5 3393.5

* Plain plate, requires cutting. Maximum cut-out 500 x 700 mm.
G = Length required for clearing the water distributing tube.
** Dimension representing the end of the 100 mm long chimney connection.
Note: with models 21, 22, 23, 24 and 25 a plain plate which must be cut out is supplied without the 100 mm chimney connection.

Boiler Clearances
Boiler Model Front Back Left Right

Viscount GTS GTS 14 1500** 300 1200/500* 500/1200*

Viscount GTS GTS 15 - GTS 16 1500** 436 1200/500* 500/1200*

Viscount GTS GTS 17 - GTS 19 1500** 656 1200/500* 500/1200*

Viscount GTS GTS 20 - GTS 22 1500** 936 1200/500* 500/1200*

Viscount GTS GTS 23 - GTS 25 1500** 1266 1200/500* 500/1200*

* Door opening side largest measurement. ** Maybe reduced dependant on burner.
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Vanguard L 170-630 - Boiler Dimensions and Clearances

Boiler Size 170 240 290 340 420 510 630

Dimension A (mm) 820 820 860 860 890 890 890

Dimension B (mm) 885 1145 1080 1210 1275 1470 1780

Dimension C (mm) 1082 1082 1182 1182 1352 1352 1352

Dimension D (mm) 190 190 190 190 190 190 190

Dimension E (mm) 139 139 139 139 139 139 139

Dimension F (mm) 145 145 145 145 145 145 145

Dimension G (mm) 648 648 708 708 748 748 748

Dimension H (mm) 380 380 400 400 440 440 440

Dimension I (mm) 1169 1429 1366 1496 1561 1756 2066

Dimension L (mm) 130 130 130 130 125 125 125

Dimension M* (mm) 1210 1210 1310 1310 1485 1485 1485

Dimension N (mm) 175 175 215 215 255 255 255

Dimension O (mm) 130 390 210 340 285 480 790

Dimension P (mm) 185 185 250 250 315 315 315

Dimension Q* (mm) 710 710 750 750 780 780 780

Dimension R* (mm) 785 1045 982 1112 1177 1372 1682

Flow Connection T1 (mm) DN PN6 65 65 80 80 100 100 100

Return Connection T2 (mm) DN PN6 65 65 80 80 100 100 100

Safety valve & expansion T3 (inches) BSP 11⁄2 11⁄2 2 2 2 2 2

Drain T4 (inches) 3⁄4 3⁄4 3⁄4 3⁄4 3⁄4 3⁄4 3⁄4

Flue outlet T5 (mm) 200 200 250 250 250 250 250

(inches) 7.8 7.8 9.8 9.8 9.8 9.8 9.8

* Minimum dimensions for boiler room access requirements.

Boiler Clearances
Boiler Model Front Back Sides

Vanguard L All Same as boiler length 500 Door hinge side: 200 + burner length

Non hinge side: 100

1. Control Panel
2. Burner door with gasket
3. Smoke chamber cleaning door
4. Flame inspection window

T4. Drain connection
T5. Flue connection
T6. Burner connection

T1. Flow connection
T2. Return connection
T3. Safety valve and expansion connection

dimensional data
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Vanguard L 760-970 - Boiler Dimensions and Clearances

Boiler Size 760 870 970

Dimension A (mm) 1122 1122 1122

Dimension B (mm) 1605 1800 1995

Dimension C (mm) 1432 1432 1432

Dimension D (mm) 190 190 190

Dimension E (mm) 195 195 195

Dimension F (mm) 145 145 145

Dimension G (mm) 765 765 765

Dimension H (mm) 480 480 480

Dimension I (mm) 1944 2139 2334

Dimension L (mm) 125 125 125

Dimension M* (mm) 1540 1540 1540

Dimension N (mm) 298 298 298

Dimension O (mm) 435 630 825

Dimension P (mm) 440 440 440

Dimension Q* (mm) 1020 1020 1020

Dimension R* (mm) 1504 1699 1894

Flow Connection T1 (mm) DN PN6 125 125 125

Return Connection T2 (mm) DN PN6 125 125 125

Safety valve & expansion T3 (mm) DN PN6 65 65 65

Drain T4 (inches) 11⁄4 11⁄4 11⁄4

Flue outlet T5 (mm) 350 350 350

(inches) 13.8 13.8 13.8

* Minimum dimensions for boiler room access requirements.

Boiler Clearances
Boiler Model Front Back Sides

Vanguard L All Same as boiler length 500 Door hinge side: 200 + burner length

Non hinge side: 100

1. Control Panel
2. Burner door with gasket
3. Smoke chamber cleaning door
4. Flame inspection window

T4. Drain connection
T5. Flue connection
T6. Burner connection

T1. Flow connection
T2. Return connection
T3. Safety valve and expansion connection
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Vanguard L 1100-2650 - Boiler Dimensions and Clearances

Boiler Size 1100 1320 1570 1850 2200 2650

Dimension A (mm) 1352 1352 1462 1462 1622 1622

Dimension B (mm) 1952 2292 2282 2652 2692 3014

Dimension C (mm) 1432 1432 1542 1542 1702 1702

Dimension D (mm) 190 190 190 190 190 190

Dimension E (mm) 207 207 227 227 259 258

Dimension F (mm) 287 287 287 287 289 288

Dimension G (mm) 810 810 880 880 950 950

Dimension H (mm) 595 595 640 640 690 690

Dimension I (mm) 2446 2786 2796 3166 3240 3560

Dimension L (mm) 75 75 75 75 75 75

Dimension M* (mm) 1540 1540 1650 1650 1810 1810

Dimension N (mm) 461 461 561 561 661 662

Dimension O (mm) 330 670 510 880 670 990

Dimension P (mm) 500 500 550 550 700 700

Dimension Q* (mm) 1250 1250 1360 1360 1520 1520

Dimension R* (mm) 1846 2186 2176 2546 2590 2910

Flow Connection T1 (mm) DN PN6 150 150 175 175 200 200

Return Connection T2 (mm) DN PN6 150 150 175 175 200 200

Safety valve & expansion T3 (mm) DN PN6 80 80 100 100 125 125

Drain T4 (inches) 11⁄2 11⁄2 11⁄2 11⁄2 11⁄2 11⁄2

Flue outlet T5 (mm) 400 400 450 450 520 520

(inches) 15.7 15.7 17.7 17.7 20.5 20.5

* Minimum dimensions for boiler room access requirements.

Boiler Clearances
Boiler Model Front Back Sides

Vanguard L All Same as boiler length 500 Door hinge side: 200 + burner length

Non hinge side: 100

1. Control Panel
2. Burner door with gasket
3. Smoke chamber cleaning door
4. Flame inspection window

T5. Flue connection
T6. Burner connection
T7. Sludge hole
T8. Handhole

T1. Flow connection
T2. Return connection
T3. Safety valve and expansion connection
T4. Drain connection

dimensional data
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Vanguard L 3000-3500 - Boiler Dimensions and Clearances

Boiler Size 3000 3500

Dimension A (mm) 1720 1970

Dimension B (mm) 3230 3194

Dimension C (mm) 1830 2090

Dimension D (mm) 190 190

Dimension E (mm) 295 325

Dimension F (mm) 325 375

Dimension G (mm) 1315 1535

Dimension H (mm) 772 915

Dimension I (mm) 3850 3894

Dimension L (mm) 115 144

Dimension M* (mm) 1990 2271

Dimension N (mm) 325 377

Dimension O (mm) 1100 1060

Dimension P (mm) 1330 1280

Dimension Q* (mm) 1620 1870

Dimension R* (mm) 3200 3164

Flow Connection T1 (mm) DN PN6 200 200

Return Connection T2 (mm) DN PN6 200 200

Safety valve & expansion T3 (mm) DN PN6 125 125

Drain T4 (inches) 11⁄2 11⁄2

Flue outlet T5 (mm) 570 620

(inches) 22.4 24.4

* Minimum dimensions for boiler room access requirements.

Boiler Clearances
Boiler Model Front Back Sides

Vanguard L All Same as boiler length 500 Door hinge side: 200 + burner length

Non hinge side: 100

1. Control Panel
2. Burner door with gasket
3. Smoke chamber cleaning door
4. Flame inspection window

T5. Flue connection
T6. Burner connection
T7. Sludge hole
T8. Handhole

T1. Flow connection
T2. Return connection
T3. Safety valve and expansion connection
T4. Drain connection
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Approval
These appliances are certified to G.A.D.
90/396 and B.E.D. 92/42 safety and
performance Directives for gas boilers.

Ideal Boilers pursues a policy of continuous
improvement in design and performance of
its products and reserves the right to vary
specification without notice. Statutory
rights of the consumer are not affected.

Assurance of quality
BS EN ISO 9001: 2000

Ideal Stelrad Group, PO Box 103, National Avenue, Kingston upon Hull HU5 4JN.

www.idealcommercialboilers.com email: commercial_heating@idealboilers.com

PJ/11/08 Issued subject to standard conditions

© 2008 Ideal Boilers Limited
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Boiler output

Concord CXS/H

Concord CXSi/H

Concord ESi

Concord Modular

Concord Super Series 4

Buccaneer GTE

Falcon GTS

Harrier GTS

Viceroy GTS

Viscount GTS

Vanguard L

kW

Btu/h (000)

Concord CXA/H 40-120

40-120

80-560

110-180

140-380

80-720

50-600

45-100

Concord Super Plus 200-600

21-39

40-100

105-330

300-780

754-1450

130-3500

Atmospheric Boilers

High Efficiency Boilers

Pressure Jet Boilers

Contact Numbers
Sales

Tel: 01482 498690

Fax: 01482 498621

Technical

Tel: 01482 498376

Fax: 01482 498621

Training

Tel: 01482 498432

Fax: 01482 498605

Condensing Boilers

GT Condenser 180-990

Concord CXC 48-116

The Ideal Commercial Range

icos HE

W

plus III

xtra

95-330
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